
Operation Instructions
M-201G Hand sensor switch

Make  your choice...

Thank you for your purchase, in order to better use this product, please read this manual carefully before using.

Safety Instructions1
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2 Fixing screw holesx4pcs(bottom)

7 Bottom case

3 Fixing magnetsx4pcs(cover)

8 Fixing screwsx4pcs

4 Main panel

9 Wiring Label Removable holesx3pcs10

5 Sensing Window

1 Stainless steel cover

6 Detachable holes for cover
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Product Overview2

Wiring

Sensing distance adjustment3

1cm 20cm
Adjust clockwise, sensing distance become far; Adjust counterclockwise, sensing 
distance become near. The maximum sensing distance is 20cm.

Application4

12

Perfect sensor switch used 
for hygienic door of operation 
room, clean room, etc.

Perfect touchless switch 
used for restaurant 
automatic door, etc.

Technical Parameters5

Power input: AC/DC12V~36V

Action current: 55mA

Sensing distance: 1~20cm adjustable

Modulated frequency: 38KHz

Dimension: 92(L)×92(W)×33(H)mm

Hole Dimension: 85(L)×85(W)×30(H)mm

EMC TESTED

NO.:BT080

2011505

Packing List6

■ Switch *1pc          ■ Fixing screws *1 bag          ■ Operation instruction *1pc


